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Supplier's instructions / Safety data sheet 
 
Trade name:   Inoxsil  

 M-00415 
 
1. Identification of the substance/material and of the manufacturer, supplier or importer 
 
Item number:   81951022 
 
Product:   For protection of metal surfaces 
 
Supplier:   Svejsemaskinefabrikken Migatronic A/S · Aggersundvej 33 
   9690 Fjerritslev · Tel 96 500600 · Fax 96 500601 · www.migatronic.dk  
   Emergency tel.: +45 96 500 600 
 
2. Composition/information about contents 
 
Substances classified as a health 
hazard acc. to law no. 67/548/CEE 

Cas Cee Einecs Range of 
concentration 

Symbol Comments 

Dicloromethane 75-09-2 602-
004-003 

200-838-9 >50% Xn R40: Risk of 
irreversible effects 

 
3. Hazards identification 
 
Inflammable:   The vapours are heavier than the air, and the vapours of the propellant can  

form inflammable mixtures which become explosive with air. If the  
container is exposed to temperatures above 50°C, it  can become deformed  
and explode. 

 
4. First aid measures 
 
Skin contact:   Remove contaminated clothing and wash skin with soap and water. 
Eye contact:   Wash with plenty of water for at least 15 minutes. Obtain medical attention. 
Ingestion:   Do not induce vomiting. Make the person rest. 
Inhalation:   Remove the person from exposure. If breathing is irregular or interrupted,  

carry out artificial respiration. Do not give drinks or medicines to the patient.  
If unconscious, put the person in safety position and obtain medical  
attention. 

 
5. Fire fighting measures 
 
Executing methods advised:  Chemical powder extinguishers should preferably be used as they are  

more effective for gases. 
Warning:   When aerosol containers overheat, they become deformed, explode  

and can be thrown for a considerable distance. 
Fire fighting protective equipment: The explosion of combustion gases can cause serious health risks. Wear a  

protective mask for the clorine's compound. 
 
6. Accidental release measures 
 
Personal caution:  Wear protective garments and gloves. Avoid inhaling vapours. 
Environmental caution:  Eliminate any possible sources of ignition and ventilate the rooms. 
Cleaning methods:  Absorb the liquid part with an uninflammable absorbent substance such as  

sand, vermiculite and dispose of this waste according to the regulations in  
force. 

 
7. Handling and storage 
 
Handling:   Pressurized container. Do not perforate or burn even after use. Do not use  

near fire or other possible sources of ignition. Comply with the regulation  
for hygiene at work. 

Storage:   Store the containers vertically and avoid any possible knocks or falls.  
Protect from sunlight and sources of heat. 

 
8. Exposure control/personal protection 
 
The product must be used in well-ventilated rooms. 
 
Minimum exposure values TLV-TWA ppm mg/m3 TLV-STEEL ppm mg/m3 
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Dicloromethane 100-350 500-1740 
 
Respiratory protection:  Not necessary for normal use. For frequent use it is necessary to wear  

gloves. 
Skin protection:   Not necessary for normal use. For frequent use it is recommended to wear  

protective gloves, preferably made of antistatic cotton clothing. 
Eye protection:   Not necessary for normal use. For frequent use wear goggles. 
 
9. Physical-chemical properties 
 
Form   Pressurized container 
Odour   Characteristic 
pH (value)   5 
Boiling point   No data 
Temperature of inflammability  < 21°C 
Propellant autoignition temperature: 287°C 
Vapour pressure (20°C)  6.5 bar 
Solubility (water)  No 
Solubility (oil)   Yes 
Min. explosive properties (propellant) <1.3% 
 
10. Stability and reactivity 
 
Hazardous reactions:  Aerosol containers which overheat to a temperature above 50°C can  

become deformed, explode and be thrown for a considerable distance. 
Incompatible materials:  Keep away from odixising agents of chemical products with a high level of  

acidity or basicity. 
Hazardous decomposition product(s): None 
 
11. Toxicological information (unhealthy properties ) 
 
Toxicity:   Ingestion may lead to irritation of the mucous membrane of the gastro- 

enteric system, and cause damage to the kidneys, livres and central  
nervous system. 

Acute inhalatory toxicity:  Exposure to the solvent vapours above the maximum exposure levels can  
lead to irritation of the mocous membrane of the respiratory tract. The  
symptoms are cephalea, stupefaction and dizziness. 

Irritative effects following direct contact (of the undiluted product): 
Skin:   Prolonged and repeated contact with the skin remove natural greases and  

may cause non-allergic contact dermatitis. 
Eyes:   Direct contact may cause irritation. 
 
12. Ecological information 
 
Use according to good working practices and avoid careless dispersion of the product in the environment. 
The product does not contain CFC. 
 
13. Disposal 
 
The product must be disposed of in an authorised place according to the laws in force. An aerosol container which overheat 
to a temperature above 50°C can explode if it conta ins a little gas residue. 
 
14. Transport information 
 
ADR-RID 
Class: 2, 5 F 
Substance no: 1950 Danger no: 23 
 
IMDG-IMO 
Class: 2, 1 
ONU no: 1950 Aerosol packing group: A 
Code page: 2102 MFAG: 620 EMS: 2-13 Emendament: 28/96 
 
ICAO-IATA 
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Class: 2, 1 
ONU no: 1950 
15. Regulatory information 
 
DM 28/1/92 
Symbols: 
F - Easily flammable 
Xn - Harmful (contains Dicloromethane) 
R-phrases: 
R 40 Possible risks of irreversible effects 
R 20 Harmful by inhalation 
S-phrases: 
S 16 Keep away from sources of ignition - No smoking 
S 23 Do no breathe in vapours of aerosol 
S 24/25 Avoid contact with eyes and skin 
S 36/37 Wear suitable protective clothing and gloves. 
Pressurized container. Protect from sunlight and do not expose to temperatures above 50°C. Do not perfor ate or burn even 
after use. Do not spray into a packed flame or beated element. The product contains easily flammable propellant gas. 
Other safety advice: do not use the product near naked flames, sources of heat or electrical appliances which are operating. 
 
16. Other information 
 
The information and recommendations in this data sheet are to be best of our knowledge, information and belief accurate at 
the date of publication. Nothing herein is to be construed as a warranty, express or otherwise. In all cases, it is the 
responsibility of the user to determine the applicability of such information or the suitabillity of any products for their own 
particular purpose. Furthermore, this information does not represent technical specifications. 
No responsibility can be attributed for damage caused by incorrect use of the product. 
 


